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Threadlocker 

Anaerobic 

Protective Lacquer for Screws  

WIKO Protective Lacquer for Screws is a conventional  
lacquer used for securing and identi"cation. 

Trading units  Item no.:  
50 ml tube  SSL.T50GR 
50 ml tube  SSL.T50R 
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The information contained in this data sheet, especially the suggestions for processing and application of products, is based on our experience and newest expertise. 
Due to the facts that materials can be very diverse and that we have no in#uence on the working conditions, we recommend to perform sufficient tests to validate the 
compatibility of the products. Our company shall neither be held liable for this information nor for a verbal or written consultation. Additionally, please consider the 
information of our safety data sheets.  

Application Areas 

Soluble protection to guard against unknown interference, to cover electrically conductive parts, to protect against corrosion, and to 
protect against interference by contact.  

Instructions 

The surfaces have to be dry and free of grease and dust. Use a proper WIKO cleaning agent. The temperature of the material should 
not fall below 18°C. The coated surface or component can be processed immediately.  

Physical Properties 

Viscosity:     200s / 8 mm / 20°C 
Airing time:     > 10 seconds at 20°C    depending on layer thickness 
Curing time:     approx. 30 minutes     layer thickness of 200µm 
Working temperature:   + 18°C to 30°C 
Shelf life:     12 months in original packaging  store cool and  tightly sealed 
Temperature range:   - 40°C up to + 80°C 
Colours:      green / red 

Page 1 / 1 

TECHNICAL DATA SHEET 

Properties 

•  Good adhesion for mating material steel / steel 
Performance: 
•  Tensile strength < adhesion force torque 
•  High isolation resistance  
•  Temperature resistant between -40°C and +80°C  

Storage and Shelf Life 

Shelf life of the product is 12 months, after it is delivered by GLUETEC. Store cool, dry and tightly sealed.  


